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DETAILED ACTION 
Continued Examination Under 3 7 CFR LI 14 

1 . A request for continued examination under 37 CFR 1.114, including the fee set forth in 
37 CFR 1.17(e)5 was filed in this application after final rejection. Since this application is 
eligible for continued examination under 37 CFR 1.114, and the fee set forth in 37 CFR 1.17(e) 
has been timely paid, the finality of the previous Office action has been withdrawn pursuant to 
37 CFR 1.114. Applicant's submission filed on October 05, 2007 has been entered. 

Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or 
described as set forth in section 102 of this title, if the differences between the subject 
matter sought to be patented and the prior art are such that the subject matter as a whole 
would have been obvious at the time the invention was made to a person having ordinary 
skill in the art to which said subject matter pertains. Patentability shall not be negatived 
by the manner in which the invention was made. 

2. Claims 1, 3, 5, 7-8, 1 1-12, 14-15, 17-18, 21-22, 24-25, 27 and 38 are rejected under 35 
U.S.C. 103(a) as being unpatentable over the admitted prior art disclosed in the specification on 
pages 1-10 and Figs. 1-10 and fiirther in view of Heikkinen (WO 95/32558) and further in view 
of Lamoureux et al (US Patent No. 6,330,458 Bl). Hereinafter, referred to as APA, Heikkinen, 
and Lamoureux. 

With respect to claims 1, 5, 8, and 18, APA discloses a transmission apparatus in a 
CDMA mobile communication system (Fig. 10) for transmitting a modulated radio signal using a 
plurality of antennas (Fig. 10, elements ANTl and ANT2), the transmission apparatus 
comprising: 
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a power amplifier for amplifying the radio signal in a transmission period (Fig. 10, 
element 1026 or 1038); 

the sub-frame includes a plurality of time slots, each time slot includes a transmission 
period followed by a non-transmission period (Figs. 2 and 3). 

APA does not disclose a controller for generating a switching control signal and a switch 
for switching the amplified radio signal from the power amplifier between a first and a second 
antenna in response to the switching control signal. 

Heikkinen discloses controller (Fig. 3, element 35) for generating a switching control 
signal associated with the radio signal amplified by the power amplifier (Fig. 3, element 32) and 
a switch (Fig. 3, element 33) for switching the amplified radio signal from the power amplifier 
between a first and a second antenna (Fig. 3, elements 34a, 34b, and 34c) in response to the 
switching control signal. 

It would have been obvious to one having ordinary skill in the art at the time the 
invention was made to include generating a control signal for switching radio signal between a 
first and a second antenna in APA' system, as suggested by Heikkinen, to reduce internally 
generated heat in each antenna and to promote the endurance of each antenna. 

Neither APA nor Heikkinen disclose that the switching control signal generated such that 
the switching occurs only in a non-transmission period of a last time slot within a sub-frame. 

Lamoureux discloses that the scanning radio continues to monitor each of antenna 302 
and 304 during each of the time slots and selects which antenna should be coupled to a radio 
during a particular time slot, coupling the antenna to the radio during the guard time of the time 
slot (col. 5, lines 40-45). Herein, as illustrated in Fig. 4, the sub-frame 401 includes a plurality of 



Application/Control Number: 09/972,8 1 4 Page 4 

Art Unit: 2616 

time slots, e.g., TS1-TS6. Therefore, monitoring each of antennas during each of the time slots 
implies that each time slot would be monitored including time slot 416 TS6, Herein, time slot 
TS6 is the last time slot in the sub-frame 401 and the selected antenna coupled to radio during a 
guard time of the last time slot. 

Therefore, it would have been obvious to one having ordinary skill in the art at the time 
the invention was made to perform switching during the guard period of the last time slot in the 
sub-frame in APA's system, as suggested by Lamoureux, to prevent users from hearing any 
signal disturbance such as noise that can occur during the switching between antennas. 

With respect to claims 3 and 7, APA discloses that wherein the non-transmission period 
of the last time slot has a length of 96 chips (Fig. 1 , GP has 96 chips). 

With respect to claims 11, APA discloses that wherein the guard period has a length of 96 
chips (Fig. 3, GP has a length of 96 chips). 

With respect to claims 12 and 22, APA discloses that wherein the guard period is a 
downlink non-transmission period of a sub-frame (Fig. 3, DwPTS). 

With respect to claims 14 and 24, APA discloses that wherein the downlink non- 
transmission period is 875 usee (page 18, lines 16-18). 
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With respect to claims 15 and 25, APA discloses that wherein the guard period is an 
uplink non-transmission period of the sub-frame (Fig. 3). 

With respect to claims 17 and 27, APA discloses that wherein the uplink non- 
transmission period is 825 usee (page 18, lines 21-22). 

With respect to claim 21, APA discloses that wherein the guard period has a length of 16 
chips (Fig. 4, GP has a length of 16 chips). 

With respect to claim 38, APA discloses a transmission apparatus in a CDMA mobile 
communication system for transmitting a modulated radio signal using a plurality of antennas 
(Fig. 7), the transmission apparatus comprising: 

an encoder for encoding data (Fig. 7, element 700); 

an interleaver for interleaving the encoded data (Fig. 7, element 702); 

a demultiplexer for demultiplexing the interleaved data into I channel data and Q channel 
data (Fig. 7, element 704); 

an I channel spreader for spreading the I channel data (Fig. 7, element 706); 

an I channel scrambler for scrambling the spread I channel data (Fig. 7, element 710); 

a Q channel spreader for spreading the Q channel data (Fig. 7, element 708); 

a Q channel scrambler for scrambling the spread Q channel data (Fig. 7, element 712); 

a time division multiplexer for time multiplexing the spread I channel data with an I 
channel midamble sequence and multiplexing the spread Q channel data with a Q channel 
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midamble sequence (Fig. 7, element 714 for multiplexing I and Q channel data with I and Q 
midamble); 

an I channel finite impulse response filter for pulse shaping the multiplexed I channel 
data (Fig. 7, element 716); 

a Q charmel finite impulse response filter for pulse shaping the multiplexed Q channel 
data (Fig. 7, element 718); 

an I channel multiplier for modulating the pulse shaped I channel data (Fig. 7, element 

720); 

a Q channel multiplier for modulating the pulse shaped Q channel data (Fig. 7, element 

722); 

an adder for adding the modulated I channel data and the modulated Q channel data (Fig. 
7, element 724); 

a power amplifier for amplifying the added I and Q channel data (Fig. 7, element 726); 

the sub-frame includes a plurality of time slots, each time slot includes a transmission 
period followed by a non-transmission period (Figs. 2 and 3). 

APA does not disclose a controller for generating a switching control signal and a switch 
for switching the amplified I and Q channel data between a first and a second antenna in 
response to the switching control signal. 

Heikkinen discloses controller (Fig. 3, element 35) for generating a switching control 
signal associated with the radio signal amplified by the power amplifier (Fig. 3, element 32) and 
a switch (Fig. 3, element 33) for switching the amplified radio signal from the power amplifier 
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between a first and a second antenna (Fig. 3, elements 34a, 34b, and 34c) in response to the 
switching control signal. 

It would have been obvious to one having ordinary skill in the art at the time the 
invention was made to include generating a control signal for switching radio signal between a 
first and a second antenna in APA' system, as suggested by Heikkinen, to reduce internally 
generated heat in each antenna and to promote the endurance of each antenna. 

Neither APA nor Heikkinen disclose that the switching control signal generated such that 
the switching occurs only in a non-transmission period of a last time slot within a sub- frame. 

Lamoureux discloses that the scanning radio continues to monitor each of antenna 302 
and 304 during each of the time slots and selects which antenna should be coupled to a radio 
during a particular time slot, coupling the antenna to the radio during the guard time of the time 
slot (col. 5, lines 40-45). Herein, as illustrated in Fig, 4, the sub-frame 401 includes a plurality of 
time slots, e.g., TS1-TS6. Therefore, monitoring each of antennas during each of the time slots 
implies that each time slot would be monitored including time slot 416 TS6. Herein, time slot 
TS6 is the last time slot in the sub-frame 401 and the selected antenna coupled to radio during a 
guard time of the last time slot. 

Therefore, it would have been obvious to one having ordinary skill in the art at the time 
the invention was made to perform switching during the guard period of the last time slot in the 
sub-frame in APA's system, as suggested by Lamoureux, to prevent users from hearing any 
signal disturbance such as noise that can occur during the switching between antennas. 
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Allowable Subject Matter 

3. Claim 4 is objected to as being dependent upon a rejected base claim, but would be 
allowable if rewritten in independent form including all of the limitations of the base claim and 
any intervening claims. 

Response to Arguments 

4. . Applicant's arguments filed October 05, 2007 have been fully considered but they are not 
persuasive. 

Applicants argue in page 8 that none of the cited references, either alone or in 
combination, teach or disclose a switching control signal generated such that the switching 
occurs only in a non-transmission period of a last time slot within a sub-frame, the sub-frame 
includes a plurality of time slots, each time slot includes a transmission period followed by a 
non-transmission period. Examiner respectfully disagrees. APA discloses that the sub-frame 
includes a plurality of time slots, each time slot includes a transmission period followed by a 
non-transmission period (Figs. 2 and 3). Further, Lamoureux discloses that the scanning radio 
continues to monitor each of antenna 302 and 304 during each of the time slots and selects 
which antenna should be coupled to a radio during a particular time slot, coupling the antenna to 
the radio during the guard time of the time slot (coL 5, lines 40-45). Herein, as illustrated in Fig, 
4, the sub-frame 401 includes a plurality of time slots, e.g., TS1-TS6. Therefore, monitoring 
each of antennas during each of the time slots implies that each time slot would be monitored 
including time slot 416 TS6. Herein, time slot TS6 is the last time slot in the sub-frame 401 and 
the selected antenna coupled to radio during a guard time of the last time slot. Herein, the cited 
references disclose the claimed invention. 
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Conclusion 

5. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. 

McNicol et al (US Patent No. 5,940,454) discloses blind switch diversity control 
apparatus. 

Masiida (US Patent No. 5,781,592) discloses selective diversity system. 

6. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Anh-Vu H. Ly whose telephone number is 571-272-3 1 75. The . 
examiner can normally be reached on Monday-Friday 7:00am - 4:00pm. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Chi Pham can be reached on 571-272-3179. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 80P-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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